2003 SONY MOBILE
PRODUCT GUIDE

(

MV-101
DVD Player

¢ DVD Video, CD-R/RW, Video CD, MP3 compatible
* RCA A/V outputs

* Optical output

¢ Internal and remote IR receivers

* Vertical/Horizontal Mount

e Dimensions (HxWxD): 2 7/8" Hx 8" Wx 9 12" D

* 12-Volt power connection

* Supplied wireless remote (RM-X135)

Laser Semiconductor laser
Signal format system NTSC

Audio characteristics

Frequency response 20 Hz o 20 kHz

Signal to noise ratio 90 dB (A)

Harmonic distortion 0.03%

Dynamic range 90 dB

Wow and flutter below measurable limits

(=0.001% W PEAK)

Outputs Audio output
Video output
Optical output

Inputs IR input
DV 12V input
Power requirements 12 V DC car battery (negative ground)
Dimensions Approx. 187 x 70 X 243 mm
(71/2x27/8 x95/8in)(w/h/d)
Mass Approx. 2.1 kg (4 |b 1102)

Operating temperature 0°Cto45°C (32 °Fto 113 °F)

Parts for installation and connections (1 set)
Card remote commander RM-X135
Operating Instructions (1 set)

Monitor X\VM-R70, XVYM-Hé65

Supplied accessories

Optional equipment

Design and Specifications subject to change without notice.

Harness Plug Configuration

Plug shown with wires facing viewer

Pin Number Wire Color Description

1 Black Ground

2 Blue 12 VDC Trigger

3 Yellow 12 VDC Constant
4 Red 12 VDC Accessory

SONY.
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MV-101
DVD Player

Dimensions Unit: mm (in.)

|« 190 mm (7 3/8") -

Power Button

Disc IN

|- 70 mm (2 7/8") _.|

Receptor for the Card Remote Commander

Disc Slot
e oo Eject Button

Play/Pause Button Next Button “RESET Button

Stop Button Previous Button

Power 12V
Optical OUTPUT

Remote Signal INPUT
Audio/Video OUTPUT:

I 243 mm (9 5/8")

45 mm (1 3/4")

*MV Interface
*MV Interface

This connection will only function with products shipped within the MV-7101DS Mobile DVD Dream System S ONY
®

Design and Specifications subject to change without notice.




